[image: image1.jpg]PNEUMATIC PIEZOMETER INSTALLATION PROCEDURE

pre-tnsialalion

1. soak phezameler T in doan welerfo sourate filer

2. Functon Test Plszometer.

3 Messure tubing o the raquked fangth of steRation. Mark with vinkiape.
o Altoch counter weight n piezomeler 1o miiis Duoyancy.
Instattion. procauts

(ahere o 208 colapon g il of BH slalcasing) A g of Sl 10
e oy and e casigs otaled. Maasure engihof tee casiog roning Fom
s Loweh mark s ongh from the marked requiresdepih on the &5nG-

1. Raise stesl cosing by 05T,

5. Backth botfom of BH with 500 washed concrtig sand(Ensure he bofor of 81
ot e plupged by falsing the BH stest casing a6 Pluggng usig bentonie
o sand back progresse).

5 Lower lesomelst 1 o borehle o rouied dept Observg markes. Morar
+eadings before sand backfaing and seing with beatorle pefst

4 Fise siosl casing by 1 melr. Ensur st iazometer g doss ik ol Check
for any caved.

5. Furiverbackt vt 0.5 m of clean sand, Check send dogih and caskrg leagth. B
e fhcand wioaranca beween fop feva of sand backfl end botr of st
casi.

Siouty foad bentonta pefss no borehole uzing sbout G m ket of 76 0D PYC
Pioe. Faae n Eayers of 200 man. Wihiraw PVC fipo.

7. Checkdeph
5 Repestatons 65 7unil{ m{or spocifed longih) of bentonita soa s btained
5, Whtdraw seelcasing frther n backf wih 3 m of enlonite polets.

10, Record resding shec campletion of metatetin.

Abwoye Function Test Plezamaler Befora Backling And Sealing And Aver nsiakciion
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DETAILS OF TYPICAL PIEZOMETER INSTALLATIONS





